ReaderTT.config = {"pagecount":21,"title":"Colada Continua","author":"horacio","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220115132606Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Colada Continua","page":1,"zoom":"XYZ 0 825 0"},{"title":"Temas a Desarrollar","page":2,"zoom":"XYZ 0 825 0"},{"title":"Descripción gral. de la Colada Continua","page":3,"zoom":"XYZ 0 825 0"},{"title":"Slide 4","page":4,"zoom":"XYZ 0 825 0"},{"title":"Teoría de la Colada Continua","page":5,"zoom":"XYZ 0 825 0"},{"title":"Esquema de Solidificación en la Colada Continua","page":6,"zoom":"XYZ 0 825 0"},{"title":"Fases del funcionamiento","page":7,"zoom":"XYZ 0 825 0"},{"title":"Altura de solidificación","page":8,"zoom":"XYZ 0 825 0"},{"title":"Partes constitutivas de la Colada Continua","page":9,"zoom":"XYZ 0 825 0"},{"title":"Slide 10","page":10,"zoom":"XYZ 0 825 0"},{"title":"Torreta","page":11,"zoom":"XYZ 0 825 0"},{"title":"Cuchara","page":12,"zoom":"XYZ 0 825 0"},{"title":"Repartidor (o Tundish)","page":13,"zoom":"XYZ 0 825 0"},{"title":"Lingotera","page":14,"zoom":"XYZ 0 825 0"},{"title":"Enfriamiento secundario","page":15,"zoom":"XYZ 0 825 0"},{"title":"Rodillos Extractores","page":16,"zoom":"XYZ 0 825 0"},{"title":"Corte y evacuación","page":17,"zoom":"XYZ 0 825 0"},{"title":"Inicio de la colada continua","page":18,"zoom":"XYZ 0 825 0"},{"title":"Barra Curva","page":19,"zoom":"XYZ 0 825 0"},{"title":"Rendimiento","page":20,"zoom":"XYZ 0 825 0"},{"title":"Slide 21","page":21,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
