ReaderTT.config = {"pagecount":33,"title":"","author":"","subject":"","keywords":"","creator":"VTeX PDF Tools","producer":"Acrobat Distiller 7.0.5 (Windows)","creationdate":"D:20100319172831+02'00'","moddate":"D:20100406143303-04'00'","trapped":"","fileName":"document.pdf","bounds":[[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017],[671,1017]],"bookmarks":[{"title":"The Lunar Orbiter Laser Altimeter Investigation on the Lunar Reconnaissance Orbiter Mission","page":1,"zoom":"FitH 1038","children":[{"title":"Introduction","page":2,"zoom":"FitH 1089"},{"title":"Investigation Description","page":3,"zoom":"FitH 751","children":[{"title":"Exploration","page":3,"zoom":"FitH 715"},{"title":"Science","page":6,"zoom":"FitH 348"},{"title":"Orbit Determination for LOLA","page":9,"zoom":"FitH 982"}]},{"title":"Instrument Design","page":9,"zoom":"FitH 542","children":[{"title":"Overview","page":9,"zoom":"FitH 507"},{"title":"LOLA Transmitter","page":11,"zoom":"FitH 313","children":[{"title":"Pulse width","page":12,"zoom":"FitH 684"},{"title":"Life Testing of Transmitter","page":12,"zoom":"FitH 462"}]},{"title":"LOLA Receiver and Detector","page":13,"zoom":"FitH 776"},{"title":"LOLA Digital Unit","page":16,"zoom":"FitH 788"},{"title":"Laser Transmitter Telescope","page":17,"zoom":"FitH 930"},{"title":"LOLA Receiver Telescope","page":17,"zoom":"FitH 507"}]},{"title":"System Calibration","page":18,"zoom":"FitH 744","children":[{"title":"Transmitter Energy Calibration","page":18,"zoom":"FitH 711"},{"title":"Receiver Energy Calibration","page":19,"zoom":"FitH 1032"},{"title":"Counts to Energy Calibration","page":19,"zoom":"FitH 630"},{"title":"Transmitter Calibration","page":20,"zoom":"FitH 672"},{"title":"Laser Pointing Jitter","page":21,"zoom":"FitH 331"},{"title":"Laser Wavelength","page":22,"zoom":"FitH 334"},{"title":"Laser Pulse Shape and Mode-Beating","page":23,"zoom":"FitH 453"},{"title":"LOLA Ranging (TOF) Calibration","page":25,"zoom":"FitH 964","children":[{"title":"LOLA TOF to Range","page":25,"zoom":"FitH 421"},{"title":"TDC Trailing EdgeTime Bias","page":26,"zoom":"FitH 886"},{"title":"Pulsewidth and Impulse Response Bias","page":26,"zoom":"FitH 594"},{"title":"Fiber Time Bias and Zero Reference (Zero Range)","page":28,"zoom":"FitH 979"}]}]},{"title":"Observation Strategy","page":28,"zoom":"FitH 835"},{"title":"Data Analysis, Interpretation, and Modeling","page":28,"zoom":"FitH 458","children":[{"title":"LOLA Data","page":28,"zoom":"FitH 421"},{"title":"Quick-Look Data Analysis","page":30,"zoom":"FitH 733"}]},{"title":"Science Data Products","page":30,"zoom":"FitH 557"},{"title":"Summary","page":31,"zoom":"FitH 294"},{"title":"Acknowledgements","page":32,"zoom":"FitH 404"},{"title":"References","page":32,"zoom":"FitH 316"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":["209","210","211","212","213","214","215","216","217","218","219","220","221","222","223","224","225","226","227","228","229","230","231","232","233","234","235","236","237","238","239","240","241"]};
