ReaderTT.config = {"pagecount":140,"title":"Daniel Senior Orifice Fitting Manual","author":"Daniel Business Unit of Emerson Process Management","subject":"Owner and operator manual","keywords":"","creator":"FrameMaker 10.0.2","producer":"Acrobat Distiller 9.5.1 (Windows)","creationdate":"D:20120628080648Z","moddate":"D:20120703072924-06'00'","trapped":"","fileName":"document.pdf","bounds":[[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210],[935,1210]],"bookmarks":[{"title":"DanielTM SeniorTM Orifice Fittings","page":1,"zoom":"Fit","children":[{"title":"Important safety instructions","page":3,"zoom":"Fit"}]},{"title":"Contents","page":9,"zoom":"Fit","children":[{"title":"List of Tables","page":11,"zoom":"Fit"},{"title":"List of Figures","page":13,"zoom":"Fit"}]},{"title":"Section 1: Introduction","page":15,"zoom":"Fit","children":[{"title":"1.1 Purpose of this manual","page":15,"zoom":"XYZ 110 985 null"},{"title":"1.2 Description","page":15,"zoom":"XYZ 110 828 null","children":[{"title":"1.2.1 Technical data","page":18,"zoom":"XYZ 110 1052 null"}]},{"title":"1.3 Specifications","page":21,"zoom":"XYZ 110 1054 null","children":[{"title":"1.3.1 Daniel Senior Orifice Fitting sizes 2\u201d-8\u201d 150-900","page":21,"zoom":"XYZ 110 1006 null"},{"title":"1.3.2 Daniel Senior Orifice Fitting sizes 2\u201d-8\u201d 1500 and 2\u201d-6\u201d 2500","page":25,"zoom":"XYZ 110 1052 null"},{"title":"1.3.3 Daniel Senior Orifice Fitting sizes 8\u201d-12\u201d 2500","page":30,"zoom":"XYZ 110 1052 null"},{"title":"1.3.4 Daniel Senior Orifice Fitting sizes 10\u201d-16\u201d 150-900","page":34,"zoom":"XYZ 110 1052 null"},{"title":"1.3.5 Daniel Senior Orifice Fitting sizes 10\u201d-16\u201d 1500","page":38,"zoom":"XYZ 110 1052 null"}]}]},{"title":"Section 2: Installation","page":43,"zoom":"Fit","children":[{"title":"2.1 General information","page":43,"zoom":"XYZ 110 498 null"},{"title":"2.2 Storage","page":44,"zoom":"XYZ 110 612 null"},{"title":"2.3 Preliminary steps","page":44,"zoom":"XYZ 110 478 null"},{"title":"2.4 Severe service conditions","page":45,"zoom":"XYZ 110 1054 null"},{"title":"2.5 Corrosive service","page":45,"zoom":"XYZ 110 899 null","children":[{"title":"2.5.1 External corrosive environments","page":45,"zoom":"XYZ 110 747 null"},{"title":"2.5.2 Internal corrosive environments","page":46,"zoom":"XYZ 110 1052 null"}]},{"title":"2.6 Low temperature service","page":46,"zoom":"XYZ 110 857 null"},{"title":"2.7 Design considerations","page":46,"zoom":"XYZ 110 666 null"},{"title":"2.8 Commissioning Daniel Senior Orifice Fitting installation","page":47,"zoom":"XYZ 110 711 null","children":[{"title":"Pre-Commissioning","page":47,"zoom":"XYZ 110 533 null"}]},{"title":"2.9 Commissioning line pressure test","page":49,"zoom":"XYZ 110 620 null"},{"title":"2.10 Orifice Plate Installation","page":52,"zoom":"XYZ 110 1054 null"}]},{"title":"Section 3: Maintenance","page":57,"zoom":"Fit","children":[{"title":"3.1 Normal conditions","page":57,"zoom":"XYZ 110 994 null","children":[{"title":"3.1.1 Lubrication","page":57,"zoom":"XYZ 110 855 null"},{"title":"3.1.2 Component Exercise","page":59,"zoom":"XYZ 110 423 null"}]}]},{"title":"Section 4: Orifice plate installation and removal instructions","page":63,"zoom":"Fit","children":[{"title":"4.1 Plate change procedure","page":63,"zoom":"XYZ 119 945 null"},{"title":"4.2 Selecting an appropriate plate change procedure","page":64,"zoom":"XYZ 110 1054 null"},{"title":"4.3 Orifice plate (13) change operation","page":66,"zoom":"XYZ 110 1054 null","children":[{"title":"4.3.1 \u201cQuick change\u201d procedure","page":67,"zoom":"XYZ 110 1051 null"},{"title":"4.3.2 \u201cExtended time\u201d procedure","page":85,"zoom":"XYZ 110 667 null"}]}]},{"title":"Section 5: Supplemental information","page":111,"zoom":"Fit","children":[{"title":"5.1 Recommended spare parts for one-year operation","page":111,"zoom":"XYZ 110 994 null"},{"title":"5.2 Lubricant information","page":112,"zoom":"XYZ 110 1054 null"},{"title":"5.3 Torque information","page":117,"zoom":"XYZ 110 1054 null","children":[{"title":"5.3.1 Joint assembly procedures","page":117,"zoom":"XYZ 110 660 null"}]},{"title":"5.4 Plate and valve carrier clearances","page":124,"zoom":"XYZ 110 1054 null"},{"title":"5.5 Instructions to retro-fit Senior with soft seat slide valve","page":124,"zoom":"XYZ 110 675 null","children":[{"title":"5.5.1 Scope (applicable to 2\" thru 12\", 150 thru 600 ANSI only)","page":124,"zoom":"XYZ 110 591 null"},{"title":"5.5.2 Material List","page":125,"zoom":"XYZ 110 1052 null"},{"title":"5.5.3 Disassembly","page":126,"zoom":"XYZ 110 1052 null"},{"title":"5.5.4 Slide valve removal","page":128,"zoom":"XYZ 110 1052 null"},{"title":"5.5.5 Re-assembly","page":128,"zoom":"XYZ 110 855 null"},{"title":"5.5.6 Senior Fittings 2\"-8\" for \"API-14.3\"","page":129,"zoom":"XYZ 110 1052 null"},{"title":"5.5.7 Senior Fittings 2\"-8\" Non \"API-14.3\" & all 10\" thru 12\"","page":130,"zoom":"XYZ 110 1052 null","children":[{"title":"danieltm MEASUREMENT AND CONTROL, INC.","page":137,"zoom":"XYZ 110 1162 null"},{"title":"Returned Material Authorization","page":137,"zoom":"XYZ 110 1113 null"},{"title":"Repair Form for Used Equipment Including Decontamination/Cleaning Statement","page":137,"zoom":"XYZ 110 1070 null"},{"title":"Shipping Requirements","page":138,"zoom":"XYZ 110 1106 null"}]}]}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
