ReaderTT.config = {"pagecount":19,"title":"Dell dell-d2216h-monitor Dell D2216H Monitor Panduan Pengguna dell-d2216h-monitor_user%27s%20guide_in-id","author":"Dell Inc.","subject":"User's Guide","keywords":"esuprt_display_projector#esuprt_Display#Dell D2216H Monitor#dell-d2216h-monitor#User's Guide","creator":"Adobe InDesign CS6 (Windows)","producer":"Adobe PDF Library 10.0.1; modified using iTextSharp 5.1.3 (c) 1T3XT BVBA","creationdate":"D:20150831154338+08'00'","moddate":"D:20151111060043-06'00'","trapped":"False","fileName":"document.pdf","bounds":[[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909],[640,909]],"bookmarks":[{"title":"DEMI KESELAMATAN ANDA","page":3,"zoom":"Fit","children":[{"title":"PERHATIAN","page":3,"zoom":"Fit"},{"title":"CATATAN KHUSUS MENGENAI MONITOR LCD","page":4,"zoom":"Fit"}]},{"title":"SEBELUM MENGOPERASIKAN MONITOR","page":5,"zoom":"Fit","children":[{"title":"FITUR ","page":5,"zoom":"Fit"},{"title":"DAFTAR KEMASAN","page":5,"zoom":"Fit"},{"title":"PETUNJUK PEMASANGAN","page":6,"zoom":"Fit"},{"title":"KONTROL DAN KONEKTOR","page":8,"zoom":"Fit"},{"title":"MENYETEL SUDUT PANDANG","page":9,"zoom":"Fit"}]},{"title":"PETUNJUK PENGOPERASIAN","page":10,"zoom":"Fit","children":[{"title":"PETUNJUK UMUM","page":10,"zoom":"Fit"},{"title":"KONTROL PANEL DEPAN","page":11,"zoom":"Fit"},{"title":"CARA MENYETEL PENGATURAN","page":12,"zoom":"Fit"},{"title":"MENYETEL GAMBAR","page":13,"zoom":"Fit"},{"title":"PLUG AND PLAY","page":14,"zoom":"Fit"}]},{"title":"DUKUNGAN TEKNIS","page":15,"zoom":"Fit","children":[{"title":"PESAN KESALAHAN DAN KEMUNGKINAN SOLUSI","page":16,"zoom":"Fit"}]},{"title":"LAMPIRAN","page":17,"zoom":"Fit","children":[{"title":"SPESIFIKASI","page":17,"zoom":"Fit"},{"title":"TABEL WAKTU PRESET PABRIK","page":18,"zoom":"Fit"},{"title":"PENETAPAN PIN KONEKTOR","page":19,"zoom":"Fit"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
